


NoteIt will be necessary to 
lightly prick on the positions 
of each letter in say four places, 
before removing the paper 
pattern. After the sandpaper¬ 
ing has been done the pinpricks 
should he just seen sufficient 
for guidance in gluing ou the 
overlays* 


indicates direction of grain of wood. 


rwo WALL TEXTS 


TEXT B 

6| in* HIGH ; 10* in* WIDE 


TEXT A 

10| ins* HIGH ; 9| ins. WIDE 
WITH MIRROR No, 5752 


For prices of Wood 
and Fittings see 
current Catalogue, 
or on application. 


BACK, 

Cut one 
3/16 in. thick. 
Glue on the 
letters to the 
dotted lines. 
See note 
above* 


NOTE*—The Hobbies Presentation 
Designs are not given away with| 
back numbers of Hobbies* Ad-| 
ditional copies may he bad froni| 
Hobbies, Ltd. 


NOTE—Use a 
very fine grade 
fretsaw for cutting 
all overlays. 


ADDRESSES, 

All orders by p*9t should be addressed^-H obbies Limited., Dereham, Norfolk. 
Customers residing in the neighbourhood obtain Tools, Wood and 
Filtinga by tailing at the HOBBIES Supply St0lt3 + 

London j 65 New Oxford Street* Manchester : 30a Piccadilly, 

W*C. Birmingham : 9a High Street. 

„ 147 Bishopspte. E-C, Qj '* n V ' d0ria S ‘ reet ' 

.. 79 WatwHtb Rd.. S,E. Southampton: 25 Bernard Si. 

Glasgow ; 326 Argyle Street* Brighton : 68 London Road, 

Sheffield i 2] 4 West Street. 

Toronto : 365J Yonge Street* 


Overlays, 
ut from 
in. wood* 


PRINTED IN ENGLAND 


Overlay, 
Cut one 
£ in. thick, 


Overlays. 

Cut from g in. wood, 


W BACK. 

Cut one 3/16 fn* 
thick* Glue on the 
overlays to the dotted lines 


Overlay, 
one i in. 


FRETWORK 

































